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SEL-9510 
Control Switch Module With Indicator LEDs and Auxiliary Output Contacts 

Part Number: 9 5 1 0     

LED Input Voltage(1)
 

24 Vdc     1    

48 Vdc     2    

125 Vdc     3    

250 Vdc     4    

LED/Button Color Combination 
Open = Green; Close = Red      1   

Open = Red; Close = Green      2   

Pushbutton Guards 
None       A  

With Guards(2)*       B  

Configurable Labels 
None        1

Configurable Labels(3)*        2

Accessories 

19" Rack Mount Panel - 2U, One SEL-9510 Cutout* 9 1 5 9 0 0 1 1 4

19" Rack Mount Panel - 2U, Two SEL-9510 Cutouts* 9 1 5 9 0 0 1 1 3

19" Rack Mount Panel - 2U, Three SEL-9510 Cutouts* 9 1 5 9 0 0 1 1 2

Half Rack Mount Panel - 2U, One SEL-9510 Cutout 
(for mounting side-by-side with an SEL-500 series relay)* 9 1 5 9 0 0 1 1 5

Pushbutton Lens Color Kit 
(includes one each of red, green, blue, white, orange, and yellow lens covers)* 9 2 5 2 0 0 4

* Additional Cost 
(1) Input voltages are jumper configurable. 
(2) The guards help prevent inadvertent operation of the pushbuttons. These guards may be ordered separately in a kit (part number 
9252001). 
(3) The Configurable Labels may be ordered separately in a kit (part number 9260037). 
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