
Instructions for Creating Part Numbers
Note: Please consult with your SEL representative on available displays and other configuration options before ordering.

To create a part number, select one code (in bold) from each column. List option codes in the order 
they appear, left to right.

Example part number: 1BARUL0LY2
The example part number is for a single-phase SEL-ARU with a BEACON LED, a large remote display, 
no timed-reset duration, and a large core option.  

Example part number: 1BARUZR2LGY2
The example part number is for a single-phase SEL-ARU with a BEACON LED, remote fiber-optic 
display, 2-hour timed-reset duration, large core option, and 6-foot display lead. 
Note: Selection of the fiber-optic BEACON LED display option will change product functionality. Consult SEL for details.

The three-phase SEL-ARU comes in specific configurations only. Select the part number from the 
last column for the configuration that fits your needs.  
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SEL-ARU Underground AutoRANGER Fault Indicator With Remote Fiber-Optic Display 

Phase BEACON LED 
Option

Underground 
AutoRANGER 
Designation 

Display Timed-Reset 
Duration Options Display Lead Length Factory 

Code

1 B BEACON LED ARUZ R 

I

Remote Fiber-
Optic
Integral

0
2
4
8

None 
2 hrs
4 hrs
8 hrs

–
L 

No Options
Large Core  
1.6" to 2.5"

– 

G
C
E
H
Q

No Lead (integral 
display only)
6 ft
8 ft
10 ft
15 ft
20 ft

Y2

SEL-ARU Underground AutoRANGER® Fault Indicator–Single-Phase

Phase BEACON® LED 
Option

Underground 
AutoRANGER 
Designation 

Display Current-Activated 
Timed-Reset Duration Options Factory 

Code

1 –
B

No BEACON
BEACON LED

ARU I
V
L
B
M

Integral
Standard Remote
Large Remote
Bolt
Magnetic Probe 
(RadioRANGER® 
required) 

0
2
4
8
12

0 hrs (default)
2 hrs
4 hrs
8 hrs
12 hrs

–
L 

W

No Options
Large Core  
1.6" to 2.5"
Window-Mounting 
Kit for Large 
Remote Display

Y2

SEL-ARU Underground AutoRANGER–Three-Phase
BEACON Bolt®  
Display Time Out

BEACON Bolt Display 
Lead Length

Part Number  
(select one)

4 hrs 6 ft 3BARUBOY2T4X1
4 hrs 10 ft 3BARUBOY2T4X3
4 hrs 20 ft 3BARUBOY2T4X2
8 hrs 15 ft 3BARUBOY2T8X4


